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LNT 19
 

GeNeraL descripTioN

Solid rod for welding creep and hydrogen resistant Cr-Mo steels  (1,25Cr - 0,5Mo)
Service temperature up to 550°C

LNT 19: rev. EN 23

chemicaL composiTioN (w%) TypicaL wire

C Mn Si Cr Mo
0.1 1.0 0.6 1.2 0.5

approVaLs

TÜV
+

packaGiNG aNd aVaiLabLe sizes
Diameter (mm) 1.6 2.0 2.4 3.0 Note : Cut length = 1000 mm

Unit : 2 & 5 kg tube X X X X

maTeriaLs To be weLded
 Steel grades Standard Type
 Elevated temperature steel EN 10028-2 13 CrMo4-5
  EN 10083-1 25 CrMo 4
  EN 10222-2 14 CrMo 4-5
 Tool steel DIN 17210 16 MnCr 5

mechaNicaL properTies, TypicaL, aLL weLd meTaL

Shielding 
gas Condition

Yield strength
(N/mm2)

Tensile strength
(N/mm2)

Elongation
(%)

Impact ISO-V(J)
-10°C

Typical values
 

I1 AW 442 545 28 177

LOW ALLOY SOLID ROD

cLassificaTioN

AWS A5.28 - ER80S-B2*                               * Nearest classification 
ISO 21952-A - W CrMo1Si                      

Other sizes and packaging on request

shieLdiNG Gases (acc. iso 14175)
I1 Inert gas Ar (100%) 


