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UK PART No GAS
MAX INLET 
PRESSURE

(bar)

DELIVERY 
PRESSURE

(bar)

MAX AIR FLOW 
(m3/h)

H1001 Acetylene 25 0 - 1.5 30

H1002 300 0 - 10 155

H1003 Propane 25 0 - 4 16.5

Model 918
Single stage gaugeless regulator
Applications:

Medium duty cutting, heating and welding 
Designed for all industrial applications in the toughest 
working conditions

Features:

 Delivery pressure set by turning the knob on the calibrated bonnet 
 Durable chrome bonnet

Model 801B
Single stage two gauge regulator 
Applications:

Medium duty cutting, heating and welding 

Features:

Smooth adjustment, with high precision 
Side inlet connection availabe 

UK PART No GAS
MAX INLET 
PRESSURE

(bar)

DELIVERY 
PRESSURE

(bar)

MAX AIR 
FLOW
(m3/h)

DELIVERY 
PRESSURE

GAUGE
(bar)

SUPPLY 
PRESSURE

GAUGE
(bar)

H1103 Acetylene 25 0 - 1.5 30 0 - 2.5 0 - 40

H1109 230 0 - 4 100 0 - 6 0 - 315

H1384 Propane 25 0 - 4 16.5 0 - 6 0 - 40

H1104 230 0 - 10 155 0 - 16 0 - 315

H1115 Acetylene 25 0 - 1.5 30 0 - 2.5 0 - 40

H1116 230 0 - 4 100 0 - 6 0 - 315


