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ADVANTAGE 
 
 
► Automatic Shade Cartridge 
 improve efficiency and 

 precision with the highest 
 level of safety 

 
► User-Friendly Design 
 combined with precision optics 

and high-tech electronics 
enables you to perform top 
quality welding 

 
► Light weight,  
 full coverage shell 
 Protects from spatters and 

resists impacts 

 
► Adjustable Settings 
 For maximum personal comfort 

in all working conditions. 
Fore/Aft adjustment for  distance 
from face.  

 Soft absorbent sweat band 
 
►  Processes 
 - GMAW 
 - GTAW > 10A 
 - MMAW 
 - SMAW 
 - FCAW   
 - Plasma Arc  
 - Air carbon arc cutting  
 
► Good sensivity 
 for TIG welding 

LINC SCREEN ®  II 

The Auto-darkening Linc Screen® II helmet is designed to combine 
safety with a variety of features ideal for Stick, TIG, MIG welding as well 
as plasma cutting.  

A large control located on the exterior of the helmet allows easy 
adjustment of the shade from 9 to 13 DIN.  

Equipped with two independent arc sensors.  

Solar cells do not require batteries.  

Ideal for general purpose applications. 

www.lincolnelectric.eu Publication EU0079  Issue Date 07/13

Light and Smart 
Be secure with comfortable protection and perfect vision 



 

ORDERING INFORMATION 

TECHNICAL SPECIFICATION 
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Belgium: 
Lincoln Smitweld Belgium 
Tel: +32 54 33 42 12 
e.mail: infobe@lincolnelectric.eu 
 
Denmark: 
Lincoln Electric Nordic 
Tel:+ 45 86 26 51 00 
e.mail: jtimmer@lincolnelectric.eu 
 
Finland: 
Lincoln Electric Nordic 
Tel: +35 8 10 52235 00 
e.mail: jtimmer@lincolnelectric.eu 

 
France: 
Lincoln Electric France 
Tel:+33 2 32 11 40 40 
e.mail: infofr@lincolnelectric.eu 
 
Germany: 
Lincoln Electric Deutschland 
Tel:+49 2102 713960 
e.mailinfode@lincolnelectric.eu 
 
Italy: 
Lincoln Electric Italia 
Tel: +39 010 754 111 
e.mail: infoit@lincolnelectric.eu 

 
The Netherlands: 
Lincoln Smitweld 
Tel: + 31 24 3522 911 
e.mail: infonl@lincolnelectric.eu 
 
Norway: 
Sveiseeksperten AS 
Tel: +47 22 08 00 94 
e.mail: infono@lincolnelectric.eu 
 
Poland: 
Lincoln Electric Bester 
Tel: +48 74 64 61 100 

e.mail: infopl@lincolnelectric.eu 

 
Portugal: 
Electro Arco 
Tel: +351 21 238 7300 
 
Russia: 
Lincoln Electric Russia 
Tel: +7 (495) 6609404 
e.mail: russia@lincolnelectric.eu 
 
Spain: 
Lincoln Electric Iberia 
Tel: +34 93 685 96 00 
e.mail: infoes@lincolnelectric.eu 

 
Sweden: 
Svetskompaniet AB 
Tel: +46 (0) 320 211710 
e.mail: infose@lincolnelectric.eu 
 
UK/ Ireland: 
Lincoln Electric UK 
Tel: +44 114 287 2401 
e.mail: infouk@lincolnelectric.eu 

 

Item number  Description  

K2953-1-CE  Linc Screen II  Helmet  

KP3323-1-CE  Cover Lens Replacement 
(2 outside 2 inside)  

KP3324-1-CE  Headgear Replacement  
KP3324-1-SB  Sweatband (2pcs)  

LCD Viewing Area  97 x 44 (3.82 x 1.73in)  
Cartridge size  110 x 90mm (4.33 x 3.54in)  
UV/IR Protection  Up to Shade DIN 16 at all times  
Arc Sensors  2  
Light State Shade  DIN 4  
Variable Welding Shades  DIN 9 to 13  
Shade Control  External knob - full adjustment  
Power Supply  Solar cells - no battery required  
Power On/Off  Fully automatic  
Light to Dark Switching Time  0,0001 sec (1/10,000 sec)  
Delay (dark to light) 0,65s ÷ 0,80s 
TIG Rating  10 amps  
Operating Temperature  -5°C ~ 55°C (-23°F ~ 131°F)  
Storage Temperature  -20°C ~ 70°C (-4°F ~ 158°F)  
Total Weight  496g (17.5 Oz.)  
Compliance  CE EN379 EN175 EN166  
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LINC SCREEN ®  II 


