
A range of models for tubes with internal diameters from 13mm to 1016 mm. The unit
consists of two triple lip-sealing elements (temperature resistant up to 340 C for one hour),
and a connecting axis which can be either flexible, rigid or a spring. This particular design
guarantees not only an extremely short purging time (1.5 minutes max) but also a constant
gas flow over the complete welded seam root area.

Triple Seal
Purge Systems

• Weld seams without temperature 
discolouration every time

• Easy and fast location even in confined 
areas

• Cost savings due to short purging 
times, low gas consumption and easy 
fast positioning

• Even gas coverage through special 
patented diffusers

• Custom tailored designs

• Suitable for all processes

• Several fixing methods

For all seam welding on tubes, vessels and sheet
metal components

Purge Bag
Systems

Purging systems are available from P.I.P.E. Ltd.
in a number of different forms. Canvas covered
Purge Bladders with protected hoses have been
designed and manufactured to meet arduous
site conditions and high temperatures which
are produced when welding exotic materials.
Solubles for closed site runs and precision Purge
Systems for the pharmaceutical and process
industries are also available.

Stainless Steel Shoes and Thumb
Screws can be fitted quickly to the
clamps. This makes the contact
points of the clamp stainless, thus
eliminating contamination of the
pipe.

Quick and E-Z to use

Combines accuracy
with safety

Instant centering

A quality product
at low cost

E/Z 2 1” - 2.5” 25-63.5mm
E/Z 4 2.5” - 4.5” 63.5 - 115 mm
E/Z 8 5” - 8” 125-205 mm
E/Z 12 9” - 12.75” 225-325mm

PART No. PIPE DIAMETER
INCHES

PIPE DIAMETER
METRIC

WEIGHT

1.5kg
3kg
6kg
9kg


