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Mild steel solid wire

L-50m (Lns 133-U)
 

L-50M rev. EN 02

55
liability: All information in this data sheet is based on the best available knowledge, is subject to change without notice and can only be considered as suitable for 
general guidance. Fumes: Consult information on welding safety sheet, available upon request

www.lincolnelectric.eu

CLassifiCation

Aws A5.17 
iso 14171-A

: eH12K                             
: s3si

GeneraL desCription

A low carbon, high manganese, low silicon general purpose submerged arc wire
Suitable for both single and multiarc subarc applications
Provides extra mechanical properties compared to an EM12K wire grade

ChemiCaL Composition (w%), typiCaL, wire

C Mn si
0.1 1.6 0.25

paCkaGinG and avaiLabLe sizes
diameter (mm) 1.6 2.0 2.4 3.2 4.0

Unit : 15 kg stein basket B415 X X
25 kg stein basket B415 X X X X X
25 kg stein basket B415+VCi X X X
100 kg stein basket B785 X X X
300 kg wooden reel X X X
350 kg speed Feed® drum X X
400 kg speed Feed® drum X X X X
600 kg speed Feed® drum X X
600 kg Accutrak® drum X X X
750 kg Accutrak® drum X X X
1000 kg Accutrak® drum X X X X X
1000 kg coil X X

approvaLs

ABs tÜV BV dNV lrs riNA Crs

782 X X X X

8500 X X X X

P230 X X X X

P240 X X X X X X

780 X

781 X X X X X


