
Flashback Arrestors

Thermal cut-off which positively shuts off the gas 

Pressure operated cut-off which positively 

H1134 - H1133

H1308 - H1307

Regulator type

UK PART N° FUEL GAS MAX FLOW 
l/h

MAX PRESSURE
(bar) *

  OX   AC   LPG   H2

INLET
THREAD

OUTLET
THREAD

H1134 Fuel gas   30.000 - 1.5 5 3.5

H1133 100.000 15 - - - UNI ISO 228

UK PART N° FUEL GAS MAX FLOW 
l/h

MAX PRESSURE
(bar) *

  OX   AC   LPG   H2

INLET
THREAD

OUTLET
THREAD

H1308 Fuel gas   60.000 - 1.5 5 3.5

H1307 180.000 15 - - -

46

FBA’S QUICK ACTION COUPLINGS

188-GG (L & R)

UK PART N° FUEL 
GAS

MAX FLOW
l/h

MAX PRESSURE
(bar) *

OX     AC    LPG     H2

INLET
THREAD

OUTLET
THREAD

Fuel gas 20.000 - 1.5 5 3.5

65.000 15 - - -

188-GGGL Fuel gas 20.000 - 1.5 5 3.5

188-GGGR 65.000 15 - - -

Torch Type

*1 bar=100 kPa

*1 bar=100 kPa

*1 bar=100 kPa
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