
Pipe Conveyors

Key Plant Pipe Conveyors are the ideal solution for
easily moving of pipes. 

For feeding long pipes down a line, whist working on site
For transferring pipes around a fabrication shop
For use in confined spaces
Reduces the need of excessive lifting by crane
Frame can be unbolted for easy transport
Stackable design

Pipe Capacity

Weight Capacity

Length

Width

Height

Shipping Weight

2” (59mm) - 24” (610mm)

2,500lb (1134kg)

23” (584mm)

26” (660mm)

16” - 19” (406 - 483mm)

89lb (41kg)

Specification

Range 1400

1402     2 Rollers

2” (59mm) - 24” (610mm)

5,000lb (2268kg)

23” (584mm)

26” (660mm)

16” - 19” (406 - 483mm)

116lb (53kg)

1404     4 Rollers

2” (59mm) - 24” (610mm)

7,500lb (3402kg)

23” (584mm)

26” (660mm)

16” - 19” (406 - 483mm)

126lb (57kg)

1406     6 Rollers

Pipe Capacity

Weight Capacity

Length

Width

Height

Shipping Weight

4” (102mm) - 48” (1219mm)

10,000lb (4536kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

162lb (74kg)

Specification

Range 1500

1502     2 Rollers

4” (102mm) - 48” (1219mm)

15,000lb (6804kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

177lb (80kg)

1504     4 Rollers

4” (102mm) - 48” (1219mm)

20,000lb (9072kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

213lb (97kg)

1506     6 Rollers

Pipe Capacity

Weight Capacity

Length

Width

Height

Shipping Weight

16” (406mm) - 60” (1524mm)

10,000lb (4536kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

178lb (88kg)

Specification

Range 1600

1602     2 Rollers

16” (406mm) - 60” (1524mm)

15,000lb (6804kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

196lb (89kg)

1604     4 Rollers

16” (406mm) - 60” (1524mm)

20,000lb (9072kg)

30” (762mm)

36” (914mm)

16” - 19” (406 - 483mm)

229lb (104kg)

1606     6 Rollers

Optional: Beam clamping plates and safety harness - Order No.1500-KPBC-1

Polyurethane wheel size: 6” (152mm)

Polyurethane wheel size: 10” (254mm)

Polyurethane wheel size: 10” (254mm)


